THERNMOPL AY:

HobERunmerSystems

v’ 11026 PONT SAINT MARTIN (AO) -Via Carlo Viola 74
[/ Yy ——— tel. 0125.800 311 - fax 0125.806 271 - 805567
Internet: www.thermoplay.com
E-mail: thermoplay@thermoplay.com

MODULO PARA LA SOLICITUD DE OFERTA DE LA CENTRALITA SECUENCIAL

AGENTE Fecha Cliente

Persona Contactada Via CpP Ciudad
Tel. Fax E-mail

(1) CENTRALITA SECUENCIAL: |:| de 3a8zone |:| de 9a 16 zone

(2) PANEL DE PANTALLA TACTIL O si o

(3) GRUPO DE VALVULAS (POWER PACK): [] HDRAULICO [] monoestabile

|:| biestable
] NEUMATICO (max. 10 bar) vélvulas
(4) CENTRALITA HIDRAULICA O N si 0 no

con caudal variable 25 I/min., 40 bares

(5) OPCION DE PROGRAMACION EN BASE A LA POSICION DEL TORNILLO si [ nold

(6) OPCION DE CONTROL DE TEMPERATURA DEL MOLDE (4TC) si I:I no D
ACCESORIO OPCIONAL PARA LA APLICACION NEUMATICA:
multiplicador de presién (céd. E18240) con acumulador 5 1. si [ no |:|
LONGITUDES ESPECIALES PARA CABLES:
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(4) Centralita hidraulica
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	Agent: 
	Date: 
	Customer: 
	Contacted person: 
	Phone: 
	fax: 
	email: 
	3-8 zone: Off
	9-16 zone: Off
	hydraulic: Off
	monostable: Off
	bistable: Off
	pneumatic: Off
	no: Off
	no pressure transmitter: Off
	yes pressure transmitter: Off
	no valves control: Off
	yes valves controller: Off
	yes optional: Off
	no optional: Off
	n: 
	 valves: 

	A special lenght: 
	B special lenght: 
	C special lenght: 
	Note: 
	Stampa: 
	Invia: 
	Address: 
	cp: 
	ciudad: 
	touch yes: Off
	centralina olio yes: Off


